Wearing Your Filtering 
Facepiece Respirator 





Place the respirator over 
your nose and mouth. Be 
sure the metal nose Clip Is 


| ontop. With models 8210 
“> or 07048, pre-stretch the 
* straps before wearing. 


Pull the top strap over your 


-~-\\ head until it rests on the 
crown of your head above 


your ears. 


Pull the bottom strap over 
your head until it rests just 
below your ears. 


Sae@  _-Using both hands starting 
“ YS atthe top, mold the metal 


\ nose clip around your nose 


~ to achieve a secure seal. 
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Filtering Facepiece 
Non-Valved Respirator 


Filtering Facepiece 
Valved Respirator 


Check the Seal of Your Filtering Facepiece 
Respirator Each Time You Don the Respirator. 


Positive Pressure 
User Seal Check 


I ~) For Non-Valved Respirators 

Place both hands completely over the 

uy respirator and exhale. The respirator 

. should bulge slightly. If air leaks between 
the face and faceseal of the respirator, reposition it and 
readjust the nose clip for a more secure seal. If you cannot 
achieve a proper seal, do not enter the contaminated area. 
oee your supervisor. 





Negative Pressure 
__ User Seal Check 


Net 5 - For Valved Respirators 
ler ~ Place both hands over the respirator 
»_ and inhale sharply. The respirator should 
4 collapse slightly. If air leaks between the 
face and faceseal of the respirator, reposition it and readjust 
the nose clip for a more secure seal. If you cannot achieve 
a proper seal, do not enter the contaminated area. 
see your supervisor. 































Como usar su respirador de 
pieza facial filtrante 


Coloque el respirador cubriendo 
Su boca y nariz. Asegurese que 
el clip metalico quede arriba. 


pre-estire las bandas antes de 
colocar el respirador. 


Lleve la banda superior sobre 
su cabeza hasta apoyarla en 

la corona de la cabeza sobre 

SUS Orejas. 


Lleve la banda inferior sobre 
Su cabeza hasta apoyarla 
por debajo de sus orejas. 


Utilizando los dedos indice y 
medio de ambas manos, 

_ @mpezando por Ia parte 

~4 superior, moldee el clip 
metalico alrededor de la nariz 
para lograr un ajuste seguro. 
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orrectamente 


Con los modelos 8210 0 07048. 














Respirador Pieza Facial 
Filtrante Con Bandas No 
Ajustables y Sin Valvula. 


Respirador Pieza 
Facial Filtrante Con 
Bandas No Ajustables 
y Con Valvula 


Pruebe El Ajuste De Su Respirador De Pieza 
Facial Filtrante Cada Vez Que Se Lo Coloque. 


Prueba de Ajuste de 
_ Presion Positiva 


_ Para Respiradores Sin Valvula 
_ Coloque ambas manos sobre el 

~ respirador, cubriendolo totalmente, y exhale. 
\.. El respirador debera inflarse levemente. 

Si sale aire por los bordes del respirador, reposicionelo 

y reajuste el clip metalico hasta lograr un ajuste seguro. 

Si no lograra un ajuste correcto no ingrese en el area 

contaminada. Vea a su supervisor. 


Prueba de Ajuste de 
Presion Negativa 


i Para Respiradores Con Valvula 

~ Coloque ambas manos sobre el respirador 
»_ € inhale con fuerza. El respirador debera 
- hundirse levemente. Si entra aire por los 
bordes del aku coloqueselo nuevamente y reajuste 
el clip metalico hasta lograr un ajuste seguro. Si no lograra 
un ajuste correcto no ingrese en el area contaminada. Vea 
a SU Supervisor. 





